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TECHNICAL DATA SHEET 
 

PERIODIC LIMESCALE REMOVER – 2709R 
Cleans and descales.  Stainless steel safe. 

 

 Viscous formula clings longer for more thorough action 

 Concentrated cleaner which removes limescale and  

organic deposits 

 Cleans and descales toilets, showers, kitchen surfaces and hard surfaces. 

 

USES:  
 
For use on all ceramic and stainless steel and 
non-porous hard surfaces. 
 
 

DIRECTIONS:  
 
Toilets and Urinals 
Apply evenly under the toilet rim.  Give up to 15 
minutes contact time before brushing and finally 
flushing the toilet. 
 
Hard Surfaces 
Dilute 1 part to 40 parts cold or hand hot water.  
Wash to surface with this solution.  Rinse 
thoroughly with clean water. 
 
NB Do not use on acid sensitive surfaces such as 
marble, terrazzo, chrome or enamel.  Do not 
leave neat material in prolonged contact; always 
rinse off. 
 
 
 
 
 
 

TECHNICAL SPECIFICATION: 
 
Composition    An advanced blend of acids and  
   surfactants, dye and perfume. 
 

Appearance    Clear liquid 
 

Colour        Royal blue 
 

Viscosity 400 cps 
 

Cloud point 40 C 
 

Density  1.08 
 

pH  <1.0 
 

Fragrance         Fresh modern bouquet type 
 

Stability       Two years minimum in unopened  
   containers at ambient temperatures 
 

Safety:  Keep out of the reach of children.  
Avoid contact with eyes and skin.  In case of contact 
with eyes rinse immediately with plenty of water 
and seek medical advice.  Wear suitable gloves. 
 

    


